
Model

CPU

RAM

 ( * * ) 

C2-260

2

2

2

1

1

4

Max. 8  

2

4

30,000

200,000

TCP/IP, RS458

32-bit 1.0GHz

64MB

9.6V - 14.4V DC

116.47*96.49*31.40 mm

-10°C  50°C / 14°F  122°F

20%  80%

C2-260



 (mm)

N
C

CO
M

N
O

SE
N

G
N

D

BU
T

N
C

CO
M

N
O

SE
N

G
N

D

BU
T

N
C

CO
M

N
O

N
C

CO
M

N
O

AU
X

G
N

D

AU
X

G
N

D

48
5B

48
5A

12
VR

D

G
N

D

48
5B

48
5A

+1
2V

G
N

D

+1
2V

G
N

D

LOCK1 LOCK2 AUX OUT AUX IN

PWR

RUN

TCP/IP

RS485 READER VOUT POWER
RS485 DIP

 Door Sensor

 E
le

ct
ric

 L
oc

k

 Door Sensor

 E
le

ct
ric

 L
oc

k

 

 E
le

ct
ric

 L
oc

k

Aux.  

Aux. 

TC
P/

IP
TC

P/
IP

DM10

RS485

Wiegand

RS485

AUX485

WR485

KR602E

Aux485/WR485 C2-260

RS485 DIP

+
12V

G
N

D
485B
485A

A
U

X1
G

N
D

A
U

X2
A

U
X3

G
N

D
A

U
X4

EXIT

No Touch

N
C

CO
M

N
O

SE
N

G
N

D

BU
T

N
C

CO
M

N
O

SE
N

G
N

D

BU
T

N
C

CO
M

N
O

N
C

CO
M

N
O

AU
X

G
N

D

AU
X

G
N

D

48
5B

48
5A

12
VR

D

G
N

D

48
5B

48
5A

+1
2V

G
N

D

+1
2V

G
N

D

LOCK1 LOCK2 AUX OUT AUX IN

PWR

RUN

TCP/IP

RS485 READER VOUT POWER
RS485 DIP

116.47mm

96
.4

9m
m

31.4mm

Copyright © 2020 ZKTECO CO., LTD. All rights reserved.ZKTECO CO.,LTD. www.zkteco.com E-mail: @zkteco.com 

V1.2  2020.4.29

50.0mm

57
.5

m
m

40
.0

m
m

17.0mm

Wiegand

WR485

KR602E

Wiegand

WR485

KR602E

Wiegand

WR485

KR602E

Door

2

3

4

5

6

7

8

9

10

RS485 

C2-260

1

1

1

1

1

1

1

1

1

DM10

0

1

2

3

4

5

6

7

8

AUX485

2

2

2

2

2

2

2

1

0

WR485

4

4

4

4

4

4

4

4

4


